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Vehicle lighting manufacturer

FT-313 LED CHROME Universal LED 3-functional rear lamp, POSITION, STOP, INDICATOR, 12/36V, round recessed lamp, cable 1m.

FT-313 LED CHROME BAJONET Universal LED 3-functional rear lamp, POSITION, STOP, INDICATOR, 12/36V, round recessed lamp, 5PIN Bayonet connector.

FT-313 LED BLACK Universal LED 3-functional rear lamp, POSITION, STOP, INDICATOR, 12/36V, round recessed lamp, cable 1m.

FT-313 LED BLACK BAJONET Universal LED 3-functional rear lamp, POSITION, STOP, INDICATOR, 12/36V, round recessed lamp, 5PIN Bayonet connector.

FT-314 LED CHROME Universal LED 3-functional POSITON/ FOG/ REVERSING, 12/36V, round recessed lamp, cable 1m.

FT-314 LED CHROME BAJONET Universal LED 3-functional POSITON/ FOG/ REVERSING, 12/36V, round recessed lamp, 5PIN Bayonet connector.

FT-314 LED BLACK Universal LED 3-functional POSITON/ FOG/ REVERSING, 12/36V, round recessed lamp, cable 1m.

FT-314 LED BLACK BAJONET Universal LED 3-functional POSITON/ FOG/ REVERSING, 12/36V, round recessed lamp, 5PIN Bayonet connector.

FT-313/314 CHROME FRAME Frame with chrome coating for FT-313 LED and FT-314 LED lamps.

FT-313/314 BLACK FRAME Black frame for FT-313 LED and FT-314 LED lamps.

FT-313/314 COVER Rear lamp housing for flat mounting of FT-313 LED and FT-314 LED lamps.

In standard sales, the lamp is available as a recessed version, a rear lamp housing for flat mounting is available.

The products are available 
in two frame colors: 
• BLACK - made of high Quality plastic
• CHROME - covered with a high Qual-
ity microporus nickel, coating ensuring 
corrosion resistance, and a premium 
chrome coating dedicated 
to the Automotive industry

recessed version flat mounting assembly version

FT-313 LED
FT-314 LED

Power consumption:
- rear position light: 12V/24V = 0,25A/0,125A (FT-313/314 LED)
- STOP light: 12V/24V = 0,1A/0,1A  (FT-313 LED)
- indicator: 12V/24V = 0,2A/0,1A  (FT-313 LED)
- fog light: 12V/24V = 0,3A/0,15A  (FT-314 LED)
- reversing light: 12V/24V = 0,2A/0,1A  (FT-314 LED)

Power consumption / Rated power:
- rear position light: 12V/24V = 3,0W/3,0W (FT-313/314 LED)
- STOP light: 12V/24V = 1,2W/2,4W  (FT-313 LED)
- indicator: 12V/24V = 2,4W/2,4W  (FT-313 LED)
- fog light: 12V/24V = 3,6W/3,6W  (FT-314 LED)
- reversing light: 12V/24V = 2,4W/2,4W  (FT-314 LED)

3-functional LED rear lamps

(rear position light, STOP, indicator)

(rear running light, fog light, reversing light)


